
MINOLTA’S FREEDOM ZOOM 115 35MM CAMERA 
Specifications 

 
Camera Type 35mm automatic lens-shutter camera with built-in zoom lens and flash 

Film Type 35mm film cartridge 
Lens 
 

Focal length: 37.5 - 115mm 
Aperture: f/5.4 - 10.9 
Construction: 6 elements in 6 groups (including two double-sided aspheric      
elements) 
Focusing range: Wide: 1.97 feet – infinity (0.6m – infinity) 
                             Tele: 1.8 feet – infinity (0.55m – infinity) 

Focus 
 

Type: Multi-beam AF (Active AF system) 
Focusing steps: 1,232 (tele) 
Focus lock: Activated by pressing the shutter-release button partway down 

Exposure Type: Programmed AE 
Metering:  Center-weighted average metering 
Metering range  
(ISO 100): Wide: EV 3 – 16; Tele: EV 3.7 - 16  
Shutter speed range: 10 - 1/390 seconds 
ISO setting: Automatic for ISO 25 - 3200, in 1EV increments 

Film Transport Automatic threading, auto advance to first frame, auto winding, auto rewind  
and auto rewind stop, manual start of rewind selectable. Silent rewind  
selectable Film Chamber Lock available 

Flash Type: Built-in, fixed 
Modes: Autoflash (in low-light), Autoflash with red-eye reduction, Fill  
Flash, Flash Cancel, Auto Depth, Night Portrait (with red-eye reduction),  
Landscape/Night View 
Range (with color negative film):   
ISO 100: Wide: 1.97 – 17 feet (0.6 – 5.1m) 
                Tele: 1.8 – 7 feet (0.55 - 2.1m) 
ISO 400: Wide: 1.97 – 33.5 feet (0.6 - 10.2m) 
                Tele: 1.8 – 14 feet (0.55 - 4.3m)  
Recycling time: Approximately 6.5 seconds 

Self-timer Approximately 10-second shutter release delay 
Remote Control 
(optional*) 

Immediate shutter release / 2-second delayed shutter release possible 
* For remote-control capable model only.  

Viewfinder Type: Real-image zoom 
Field of view: 86% (for subject at 9.8 feet [3m]) 
Magnification: 0.4 - 1.09x 
Diopter: –1  (for subject at 13 feet [4m]) 

Date (date model only) Formats: Year, month, day (m., d., yr./d., m., yr.) / day, hour, minute / no  
Imprinting  

Power Battery: One 3V lithium (CR123A/DL123A) 
Battery condition: 3-stage indication 
Battery performance: Approximately 12 rolls (based on Minolta's standard  
test method using 24-exposure film with flash on 50% of exposures) 

Dimensions 
(W x H x D) 

Standard model: 4.4 x 2.4 x 1.5 inches (112 x 60 x 39*mm)  
Date model: 4.4 x 2.4 x 1.5 inches (112 x 60 x 39*mm) 
*1.4 inches (37mm) in the lens area 

Weight Standard model: 7.1 ounces (200g) (without battery) 
Date model: 7.1 ounces (200g) (without battery) 

 
Specifications are subject to change without notice. 
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